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CONVERTITORE 
STATICO DI CORRENTE 
ALTERNATA 
DEFINIZIONE 
Il dispositivo misura la corrente 
sinusoidale entrante (fattore di forma 
1,11). Il legame con le grandezze di 
uscita è rappresentato in Fig.1. 
NOTA:  
sostituisce CS 01, cambiando i 
collegamenti (V. Tab. A). 
INGRESSO 
pin 9-10 Trasformatore di corrente 
interno. Sovraccarico permanente: 
200%. 
Per correnti maggiori di 5A collegare 
un TA esterno (Fig. 3). 
USCITE: (errore max 1%). 
Corrente: 4-20mA/0-20 mA a richiesta- 

500W massimi - pin 5-6 (corrente 
uscente dal pin 6). 
Tensione: 0÷10V, pin 7-4 (+ sul 7) 

carico maggiore di 10kW. 
VISUALIZZAZIONI 
ON LED VERDE: alimentazione 
presente. 
SEPARAZIONE GALVANICA 
TA interno. 
RISPOSTA AL GRADINO: 
(10÷90%)< 100 ms 
INSTALLAZIONE: seguire fig.2. 
(Collegamento a un quadro elettrico 
con differenziale e sezionatore). 
La lunghezza di ogni collegamento 
deve essere minore 30m. 
ALIMENTAZIONE: 2VA - 50-60Hz 
Tolleranza:  ± 15% 
Pin 2-11:  230 Vac o 115Vac o 24 Vac. 
(24 Vdc a richiesta). 
DIMENSIONI: 48x96x90 mm  
innesto per zoccolo undecal.  
Accessori disponibili a richiesta: 
E 171: ganci per montaggio da incas-
so. 
E 172: zoccolo femm. undecal per DIN 
M 13A: protezione plexiglas piombabi-
le IP54 (per montaggio a pannello). 
E 346: molla di sostegno antisfilamen-
to. 
Dima di Foratura: 45x92 mm. 
PESO: 0,300 kg           COLORE: nero 
TEMP. DI FUNZIONAMENTO: 0÷70°C 
Per la pulizia usare un panno imbevuto con 
detergenti privi di: Alcool denaturato, Benzene, 
Alcool isopropilico. 
 

Tab. A 
CORRISPONDENZA COLLEGAMENTI 
MATCHES CONNECTIONS 

FUNZIONE 
FUNCTION 

MORSETTI / PINS 

CS 01 CS 101 

ALIMENTAZIONE 
SUPPLY 

1-2-11 2-11 

ING. CORRENTE 
CURRENT INPUT 

6-7 9-10 

USCITA / OUTPUT 
0÷10V 

9 (+) 
10 

7 (+) 
4 

USC. CORRENTE 
CURRENT OUT. 

3 (+) 
4 

6 (+) 
5 

CS 101 
 

 
 

 
Fig. 1 

 

 
Fig. 2 

 

 
Fig. 3 

 
CODICE 
CODE 

GAMMA 
RANGE 

CS 101 A 
CS 101 B 
CS 101 C 

5A 
2A 
1A 

 
COMPATIBILITA' ELETTRO  

MAGNETICA 
Electromagnetic compatibility 

CEI-EN 61326-1 

“BASSA TENSIONE” - LVD 
LVD - “LOW VOLTAGE” 

CEI-EN 61010-1 
 

ALTERNATING 
CURRENT TRANSDUCER 
 
FUNCTION 
The device measures the input 
sinusoidal current; (form factor 1,11). 
Fig.1 shows the relation between the 
input current and the outputs (voltage, 
current). 
REMARK: 
it replaces CS 01 changing the wirings 
(See Tab. A). 
INPUT 
pin 9-10 with built-in current 
transformer. 
Permanent overload: 200%. 
For currents greater than 5A, an 
external CT must be connected (Fig. 
3). 
OUTPUTS: (max error 1%). 
Current: 4-20mA/0-20mA on request- 

500W max - pin 5-6 (current outgoing 
from pin 6). 
Voltage: 0-10Vdc - pin 7-4  (+on pin 7) 

load higher  than 10kW. 
VISUALIZATIONS 
ON  GREEN LED: supply on. 
GALVANIC SEPARATION 
Ensured by built-in current transformer. 
STEP RESPONSE: 
(10÷90%)< 100 ms 
INSTALLATION:  see fig. 2. 
(Wiring to an electrical board with a 
differential relay and a sectionalizing 
switch).  
The length of every wiring must be less 
than 30m. 
SUPPLY: 2VA - 50-60Hz 
Tolerance:  ± 15% 
Pin 2-11:  230 Vac, 115 Vac or 24 Vac. 
(24 Vdc on request). 
SIZE: 48x96x90 mm 
undecal male base. 
Accessories available on request: 
E 171: hooks for flush mounting. 
E 172: undecal female base for DIN. 
M 13A: plexiglas protection IP 54-tight 
closure (for flush mounting). 
E 346: spring protecting from 
vibrations.  
Template: 45x92 mm. 
WEIGHT: 0,300 kg      COLOUR: black 
WORKING TEMPERATURE: 0÷70°C 
For cleaning use a cloth soaked with 
detergents without: Denatured alcohol, 
Benzene, Isopropyl Alcohol. 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

A
T
T
E
N

Z
IO

N
E
: 

V
e
rr

a
n
n
o
 r

ip
a
ra

ti
 i
n
 g

a
ra

n
zi

a
, 
fr

a
n
co

 n
s 

se
d
e
, 
i 
d
is

p
o
si

ti
vi

 g
u
a
st

i 
p
e
r 

d
if
e
tt

i 
su

i 
m

a
te

ri
a
li,

 e
n
tr

o
 2

4
 m

e
si

 d
a
lla

 d
a
ta

 d
i 
co

n
se

g
n
a
. 
E
m

ir
e
l 
n
o
n
 è

 i
n
 a

lc
u
n
 c

a
so

 r
e
sp

o
n
sa

b
ile

 
p
e
r 

d
a
n
n
i,
 d

ir
e
tt

i 
o
 i
n
d
ir
e
tt

i,
 a

 p
e
rs

o
n
e
 o

 c
o
se

, 
ch

e
 d

e
ri
va

n
o
 d

a
: 

m
a
n
ca

to
 f

u
n
zi

o
n
a
m

e
n
to

, 
m

a
n
o
m

is
si

o
n
i,
 u

so
 e

rr
a
to

 o
d
 i
m

p
ro

p
ri
o
 d

e
i 
p
ro

p
ri
 d

is
p
o
si

ti
vi

 d
i 
P
ro

te
zi

o
n
e
 e

 C
o
n
tr

o
llo

. 
 

P
e
r 

le
 a

p
p
lic

a
zi

o
n
i 
"i

n
 S

IC
U

R
E
Z
Z
A
" 

si
 c

o
n
si

g
lia

 l
'u

so
 d

i 
si

st
e
m

i 
d
i 
S
IC

U
R

E
Z
Z
A
 o

 l
'u

so
 d

i 
te

cn
ic

h
e
 d

i 
"R

ID
O

N
D

A
N

Z
A
".

 
 W

A
R

N
IN

G
: 

R
e
p
a
ir
s 

in
 g

u
a
ra

n
te

e
 a

re
 m

a
d
e
 f
re

e
 o

u
r 

fa
ct

o
ry

, 
w

it
h
in

 2
4
 m

o
n
th

s 
fr

o
m

 t
h
e
 d

e
liv

e
ry

 d
a
te

, 
fo

r 
th

e
 d

e
vi

ce
s 

n
o
t 

w
o
rk

in
g
 d

u
e
 t

o
 d

e
fe

ct
s 

o
f 
th

e
 c

o
m

p
o
n
e
n
ts

. 
In

 n
o
 c

a
se

 E
m

ir
e
l 
 

ca
n
 b

e
 h

e
ld

 r
e
sp

o
n
si

b
le

 f
o
r 

d
a
m

a
g
e
s,

 d
ir
e
ct

 o
r 

in
d
ir
e
ct

, 
o
cc

u
rr

e
d
 t

o
 t

h
in

g
s 

o
r 

p
e
o
p
le

 i
n
 c

o
n
se

q
u
e
n
ce

 o
f 

w
ro

n
g
 c

o
n
n
e
ct

io
n
s,

 a
cc

id
e
n
ts

, 
n
o
t 

co
rr

e
ct

 u
se

 o
r 

n
o
t 

o
p
e
ra

ti
o
n
 o

f 
th

e
 P

ro
te

ct
io

n
 a

n
d
  

C
o
n
tr

o
l 
d
e
vi

ce
s 

o
f 

it
s 

o
w

n
 p

ro
d
u
ct

io
n
. 
F
o
r 

th
e
 "

sa
fe

ty
 a

p
p
lic

a
ti
o
n
s"

, 
it
 i
s 

su
g
g
e
st

e
d
 t

o
 a

p
p
ly

 S
A
F
E
T
Y
 s

ys
te

m
s 

o
r 

R
E
D

U
N

D
A
N

C
Y
 e

n
g
in

e
e
ri
n
g
."

. 


